
A great deal of value in every machine.

Panel Cutter

PCS
Standard Panel Cutter

High-speed mattress cutter from Gribetz  is 
engineered for thick and thin quilt packages.



The Gribetz PCS is one of the more durable machines in the 
mattress industry. This panel cutter cuts through mattress panels 
quickly and consistently.

•	 Manually adjustable trim blades.

•	 Selector control for four photo eyes easily adjusts length for twin, 
full, queen, and king panel sizes.

•	 High-speed capability – accepts quilting machine feed rate of 2 ½ 
yards (2.74 m) per minute.

•	 Simple microprocessor control system.

•	 Electronically controlled accumulator system.

•	 Optional windup attachment available.

•	 Meets all OSHA and CE safety directives.

•	 High-speed, high-torque electric motors.

Gribetz® is the world’s leading mattress machinery manufacturer with over a 
century of experience in machine design.  Through rigorous stress and strain 
analyses, and 3D modeling, our engineering team prides itself in building 
the most durable state of the art machinery in the industry.  We specialize 
in manufacturing high tech computerized quilting machines, panel cutters, 
automated and conventional sewing machines, material handling solutions, 
and mattress-packaging equipment. Call for more information today!

800-326-4742 • 954-846-0300 • Gribetz.com
131 Zapletal Way

Carthage, MO 64836 USA
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44Pre-installation

Panel Cutter Series 
Machines

The main body of the panel cutter should be centered behind the main body of the quilting machine. The 
space between the panel cutter and quilter should be no less than 36” (91cm) and no more than 48” (121cm). 

Figure 7.1  Footprint - PC-S 90” Machine

Figure 7.2  Footprint - Pro ME Machine

174.4”
(443.23cm)

PC-S 90”
Panel Cutter

96”
PC-S 90”

Panel Cutter

(314.96cm)

124”
(243.84cm)

152”
(386.08cm)

Pro ME
Panel Cutter

92”

(233.68cm)

Pro ME
Panel Cutter(274.32cm)

108”

SPECIFICATIONS PCS
Available cutting widths 90”/229 cm

110”/279 cm

136”/345 cm

Max length 90”/228.6 cm

Max cutting thickness 3”/76 mm

Voltage Any 3 phase voltage –
includes multi-tap transformer

Current (amps) 10, 15, or 20 depending on voltage

Air pressure 90 psi/6.2 bar

Air consumption 3 CFM

CE approved Yes

Weight 2,400 lbs/1,089 kg

Height (90” model) 96”/244 cm

Width (90” model) 142”/361 cm

Length (90” model) 85”/216 cm

Repeatability +/- ¼”/6.4 mm


